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Note:
Minimum of 2mm clearance around frame.
All materials must withstand a temperture of minimum 80 degrees.
A minimum of 100 cm2 of free area is required. 
Ventilation must be provided at both the bottom and top of the housing.
No rights can be derived from this drawing.  
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E-ONE 130 CR

 
 © All rights reserved. This drawing is sole property of Kal-fire. No part of this drawing may be reproduced, or published, in any form or in any way without prior written 
permission from Kal-fire.

All dimensions in mm. Modifications under reserve. 18-10-2023     sheet 1 / 1 



 1400 Frame outside 

 4
 F

ra
m

e 
th

ic
kn

es
s 

 1320 Window width 

 3
67

,5
 W

in
d

ow
 h

ei
gh

t 

 4
28

 F
ra

m
e 

ou
ts

id
e 

M
IN

. 1
02

,2
M

A
X.

 1
22

,2

 65 
 346 Window width 

 492 
 35 

 389 Frame outside 

59
7

He
ig

ht
 

w
ith

ou
t h

ea
te

r

72
8,

5
He

ig
ht

 
w

ith
 h

ea
te

r

Note:
Minimum of 2mm clearance around frame.
All materials must withstand a temperture of minimum 80 degrees.
A minimum of 100 cm2 of free area is required. 
Ventilation must be provided at both the bottom and top of the housing.
No rights can be derived from this drawing.  

 1311 

 44,5  44,5 

 3
5 

E-ONE 130 3S

 
 © All rights reserved. This drawing is sole property of Kal-fire. No part of this drawing may be reproduced, or published, in any form or in any way without prior written 
permission from Kal-fire.

All dimensions in mm. Modifications under reserve. 18-10-2023     sheet 1 / 1 


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4

	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4
	Drawing View6

	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


